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WE BUILD LEGENDS.

The DL-3 is specially engineered 
for high volume collection.   
It’s available in our two largest 
body sizes.  With fewer trips to 
the landfill, you get the job  
done quicker.

Here Are a Few More Benefits:

    Dump 2x the Legal Payload   
Lift 7,100 pounds and dump up  
to 72,000 pounds

    Less Windshield Time 
Large load capacities mean less time 
driving and more time working

    Total Visibility 
Operate the loader from the 
operator’s seat mounted above  
the cab

    Customized to Your Needs 
Choose our Heavy Duty body or 
upgrade to a Hardox® body, both  
in 40 or 45 cubic yard size

HAUL 
HEAVY

PETERSENIND.COM  |  800.930.LOAD (5623)
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American born. American made.  
Efficient, dependable one-man operations for 
secure solid waste removal. Revolutionizing 
grapple trucks since 1957 and home to the 
original, industry-defining Lightning Loader®.
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SYSTEM DESCRIPTION 

•   Grapple loader mounted on a chassis with a 40 or 
45 cubic yard trash dump body

•  Engineered for high volume collection

•   Body sizes available 40 or 45 cubic yards

CONTROL DESCRIPTION

•   Stationary platform above the truck cab to 
provide the best visibility

•   Two mechanical six-function joysticks located on 
either side of the operator seat

 

GENERAL SPECIFICATIONS 

Reach  
  Main Boom & Tip Boom 
  Tip Extension                 

Tare  Weight (empty)  36,660 lbs.

Outrigger Span   11 ft. 8 in. 

Dump Body Hoist Capacity  35 tons

Overall Height   12 ft. 5 in.

PETERSENIND.COM

RECOMMENDED CHASSIS (MINIMUM)

Body Style GVW RatingConventional Cab 60,000 lbs.

Engine 340 HP Diesel14,000 lbs.
Front Axle 

Rating

Frame 2,500,000 RBM192 in.
Cab-to-Axle 
Dimension

Transmission Automatic46,000 lbs.
Rear Axle 

Rating

SCAN TO 
LEARN MORE

Radius Lift Capacity

10 ft. radius 7,100 lbs.

16 ft. radius 4,400 lbs.

20 ft. radius 3,200 lbs.

LIFT CAPACITY

4000 SR 60 West 

Lake Wales, FL 33859 

1.800.930.LOAD (5623)

Contact Us Today To Learn More

•   Outrigger controls located to the left of the operator seat

•   Dump body controls are located inside the chassis cab

20 ft.

16 ft.
   4 ft.

CONTACT PETERSEN INDUSTRIES 
FOR COMPLETE SPECIFICATIONS.


